
PRODUCT DATASHEET
· UHF RFID Labels, Stickers & Inlays

Blank UHF RFID Label Roll, 100 × 50 mm (4 × 2 in)
Model — · Brand: Identium

Blank, printable UHF RFID labels of 100 × 50 mm (4 × 2 in) on a roll
for thermal-transfer RFID printers. The case, shelf and asset label
size: wide enough for a barcode, a description and a logo, with a UHF
inlay inside. Inlay and chip are confirmed at order.

KEY FEATURES

APPLICATIONS

Case and inner-pack labels Shelf and bin labels IT and office asset labels Document boxes and files

Retail stock labels

SPECIFICATIONS

Label size 100 × 50 mm (4 × 2 in)

Frequency 865–868 MHz (India UHF band)

Protocol ISO 18000-6C / EPC Gen2

Inlay / chip UHF inlay sized for the label; chip confirmed at order

Face Coated paper for thermal-transfer printing, typical for the class

Adhesive Permanent acrylic, typical for the class

Core 3 inch (76 mm), typical for the class

Labels per roll Confirmed at order

Printing Thermal-transfer RFID printers after label calibration

100 × 50 mm (4 × 2 in): case, shelf, bin and asset labels
865–868 MHz, ISO 18000-6C / EPC Gen2 inlay, confirmed at
order
Coated-paper face for thermal-transfer printing; permanent
adhesive, typical for the class
Roll on a 3-inch core, typical for the class; labels per roll confirmed
at order

Printed and encoded on 4-inch RFID printers such as the iX4R
after calibration
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